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2. PROJECT CONTACT INFORMATION 

I. Landlord 

DAYTON MALL 
2700 Miamisburg-Centerville Road 
Dayton, OH  45459 

II. Landlord’s Agent 

Glimcher Development Corp. 
150 E. Gay Street 
Columbus, OH  43215 
P. 614.887.5648 

III. Manager, Tenant Coordination & Construction 

Douglas Campbell or Steve Bruch 
Glimcher Development Corp. 
150 E. Gay Street 
Columbus, OH  43215 
P. 614.621.9000 

IV. Architect 

FRCH Design Worldwide 
311 Elm Street 
Cincinnati, OH  45202 
P. 513.241.3000 
F. 513.241.5015 
www.frch.com 
Contact: Brad Dixon 

V. MEP Consultant 

Heapy Engineering, LLC 
1400 West Dorothy Lane 
Dayton, OH  457091310 
www.heapy.com 
Contact: Mark Brumfield 

VI. Structural Consultant 

Graham, Obermeyer and Partners Ltd. 
644 Linn Street 
Cincinnati, OH  45203 
P. 513.621.7073 
F. 513.621.0434 
Contact: Doug Crawford 

VII. Civil Consultant 

Woolpert, Inc. 
409 East Monument Avenue  
Dayton, OH 45402-1261 
P. 937.461.5660 
F. 937.461.0743 
Contact: Steve Nixon 

VIII. Local Contacts. 

See the Handbook
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3. LANDLORD / TENANT RESPONSIBILITIES 

I. Landlord Responsibilities 

A. Building (replaces Handbook item 3.I.A and subparagraphs) 
1) Shell building space constructed of materials and exterior design as determined by 

Landlord’s architect and briefly indicated below.  See Heading 12 for typical sections and 
details.  Materials may vary from those indicated below.  Tenants shall confirm as-built 
materials by site inspection and Landlord inquiry to the extent relevant to tenant’s 
construction.  Interior development, storefronts, and designated exterior walls shall be 
designed and constructed by tenants in compliance with Landlord’s established criteria and 
approval as indicated by the Handbook and Supplement and/or Tenant Lease. 
a. Steel columns with joist girder and/or rolled beam primary structural members on the 

column lines with perpendicular open web steel roof joist secondary structure.  Structure 
is typically sloped a minimum of ¼” per foot for drainage. 

b. Metal roof deck 1 ½” deep, with 3” of polyisocyanurate rigid insulation.  Tapered 
insulation saddles as required to direct water to the drains.  Insulation designed to 
provide a minimum rating of R15. 

c. Roofing:  EPDM membrane roofing 60 mil. fully adhered, or mechanically attached. 
d. Roof drains:  Roof drains in the base building have interior downspouts typically near the 

rear wall, with secondary drainage through scuppers in the parapet walls or interior 
secondary drains where scuppers are not feasible.  Interior secondary drains must 
discharge at a visible exterior location.  Additional roof drains required as a result of 
tenant design shall be approved by Landlord and provided by the tenant.  Mall addition D 
has existing roof drains at each of the two front corners.  Scuppers or secondary drains 
will be required adjacent to these drains as part of the tenant construction.  Mall addition 
E has two roof drains along the east side adjacent to mall addition D.  A secondary drain 
is located adjacent to these, and is piped toward the storefront which will have to be 
daylighted  

e. Exterior Walls - General: The locations of exterior walls provided by the Landlord are 
indicated by the Facade Scope Diagram under Heading 12. 
(1) Landlord walls are typically located at the rear of tenant spaces and at the back half 

of the side walls for tenant spaces located at the ends of the buildings. 
(2) Exterior walls of previously occupied tenant spaces will be provided to the tenant in 

their existing condition.  Modifications shall be provided by the Tenant as required by 
the Tenant’s design and as approved by the Landlord. 

f. Landlord Walls:  These walls will be designed and constructed by the Landlord in a 
manner the Landlord, at its sole discretion, deems to be suitable based on visibility, 
location within the overall base building structure, and serviceability. 
(1) Tenant’s preliminary design submittal shall indicate the specific location of Tenant’s 

service entrance, any applied finish Tenant may wish to apply as part of extending 
Tenant design beyond the storefront, and other items that may impact Landlord walls. 
(i) To the extent feasible, the Landlord will accommodate the requirements for these 

items during the initial construction of the walls. 
(ii) Following initial construction, changes in these walls shall be by the Tenant upon 

approval by the Landlord.  Tenant changes to these walls shall include patching 
to match the adjacent wall construction, finishes and appearance. 
(a) Tenant shall contact the Landlord for specific information about the materials, 

including sources. 

(b) The Landlord may have excess finish materials in stock remaining from the 
initial construction.  These may be made available to the Tenant per the 
Landlord’s terms and conditions. 




